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Caution "

- Please make sure the power is off and read this instructions before installation. AL S Ulotl2ill 0Aa Selydg pilpaall JLLL" Juad (o aAatil VM-

- IFyou have no electrical experience, you must let a qualified licensed electrician ~ J280 L3UIAS yib cleaiwlwiaid eyl Jloch ob 8 Elal Ak ol 13] -
to help you in the installation. A gl ode liaclnol uaijog

- This fixture is only suitable for indoor use, Don't use it in damp enviroment. Gudn Qi OO Loa AT ¥ odAlal pladiwll hés duwlio 6angll 0da -

- If the fixture needs to be cleaned, should use a dry anti-static fabric, cLyaal) alAol Ublodl ladiwl elilesd worAlill uJ) dalay 8angll Cuila 13] -

then clean it in one direction.

Installation Steps:

FIG1 - Assemble the parts of the fixture as shown in Fig 1.

FIG2 - Turn off the power and install the mounting bracket to the ceiling.
FIG3 - Connect the fixture wires with the electricity power supply.

FIG4 - Cover the mounting bracket with the canopy and screw the fastner
end with the fastner base.

FIG5 - Install the bulb with the fixture as shown in Fig 5.

FIG6 - Install the glass cover on the fixture then turn on the power

and verify the fixture works properly.
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Used with LED E14 Lamp, AC220-240 V, 50/60Hz, 6 x Max.9W
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Housing Material: Iron+Glass



