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TECHNICAL OPERATING & ELECTRICAL DATA

IP Rating IP68

AREAS OF APPLICATION

Shopping Center

Educational Center

SPECIFICATIONS
Code No. Model No.

27x44x17.5mm

39.5x80x19.5mm

Ø23x70mm

42.5x29.5x38mm

Ø29x100mm

44x105x24mm

40x120x41mm

67x120x21mm

78x138x35mm

37x55x10mm

68.5x83x19.5mm

43x90x20mm

Dimensions

211032

211033

211034

211035

211036

211037

211038

211039

211040

211041

211042

211043

5665/////221

5664/////221

5695/1///221

5633//////86

5650/3///221

5625/////221

5660/3///221

5663/////221

5660/4///221

5698/////221

5695/3///221

5697/3///221

inner:2x0.75mm  outer:4.8~6mm

inner:2x1mm  outer:4.5~8.5mm

inner:3x1.5mm  outer:5.5~10mm

inner:3x1.5mm   outer:8~10mm

inner:3x2.5mm  outer:6.5~12mm

inner:3x2.5mm  outer:6.5~12mm

inner:3x4mm  outer:7.5~16mm

inner main line:3x6mm derivation:3x2.5mm

outer main line:7.5~16mm derivation:6.5~12mm

inner:3x4mm  outer:7.5~16mm

inner:3x1mm  outer:5~7mm

inner main line:3x2.5mm  derivation:3x1.5mm

outer main line:6.5~12mm  derivation:5.5~10mm

inner:3x2.5mm  outer:6.5~12mm

Compatble with

250V

250V

250V

250V

250V

250V

450V

450V

450V

250V

250V

250V

Voltage

6A

6A

10A

10A

16A

16A

25A

25A

25A

6A

16A

16A

Current

SPECIFICATIONS
Code No. Model No.

Ø25.96x94.19mm

86.43x128.32x27.24mm

128.32x128.32x27.24mm

Dimensions

613167

613776

613777

ILSWPC03

ILSWPC3T01

ILSWPC4T01

2xM20 (D8-4mm)

3xM20 (4-8mm/6-11mm)

4xM20 (4-8mm/6-11mm)

Cable Diamater

adjustable

adjustable

adjustable

Fixed or Adjustable

450V

450V

450V

Voltage

24A

24A

24A

Current



DIMENSIONS

211032

44mm 17.5mm

27mm

18mm

211033

211035

42.5mm

80mm

50mm

19.5mm

39.5mm
30.5mm

211034

38mm 29.5mm

70mm Ø23mm



120mm 21mm

67mm

37mm

DIMENSIONS

211036

211037

211038

211039

100mm Ø29mm

105mm 24mm

44mm

120mm 41mm

40mm



211043

DIMENSIONS

211040

211041

211042

55mm 10mm

37mm

138mm 35mm

78mm

83mm 19.5mm

68.5mm

30mm

43mm 20mm

90mm



DIMENSIONS

613776

613777

128.32mm

86.43mm

613167

94.19mm Ø25.96mm

128.32mm

128.32mm



APPLICATION PICTURE

Carrer de la Vall de la Ballestera, 64, 46015 València, Valencia, España, Tel: +34619824456 w w w. i l l u s i l l u m i n a t i o n . c o m

1119
20

21V.1

This image is for display purpose only, the image may differ from the actual product,
as the product is subject to modification provided without prior notice.

illus illumination reserve the right to make dimensional, design and technical alternations without prior notice. illus illumination endeavor to ensure that any advice, recommendation or information it provides in 

product literature is accurate and correct. However due to the fact that illus do not have direct control  on where and how the products are installed, illus illumination cannot accept any liability either direct or indirect 

arising from the use of illus products whether or not in accordance with any advice, specification, recommendation or information provided by illus illumination or its distributors.
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