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AREAS OF APPLICATION

[

Hospitality

[l

Commercial

Im mh

Shopping Center

il

Educational Center

TECHNICAL OPERATING & ELECTRICAL DATA

1.

IP Rating
Voltage
Frequency

Mounting Type

Ambient Temperature

IP20
AC220-240V
50/60Hz

Surface-Mounted on Ceiling

20°C

Dimming Non- Dimmable

Fixed or Adjustable Fixed

SPECIFICATIONS

Code No. Model No. Max. Wattage Body Color Body Material Cap Type
661338 ILTGLSPL15 18W white+golden aluminum-+acrylic E27
661339 ILTGLSPL16 18W black+golden aluminum-+acrylic E27
661340 ILTGLSPL17 18w golden aluminum-+acrylic E27
661341 ILTGLSPL18 18W white+golden aluminum-+acrylic E27
661342 ILTGLSPL19 18W black+golden aluminum-+acrylic E27
661343 ILTGLSPL20 18w golden aluminum-+acrylic E27
661344 ILTMESPLO7 18W white+golden aluminum E27
661345 ILTMESPLOS8 18W black+golden aluminum E27
661346 ILTMESPLOS 18W golden aluminum E27
661347 ILTGLSPL21 18W copper iron+glass E27
661348 ILTGLSPL22 18w copper iron+glass E27
661349 ILTGLSPL23 18w copper iron+glass E27
661351 ILTMESPL10 18W white+golden metal E27
661352 ILTMESPLM 18W black+golden metal E27
661353 ILTMESPL12 18W white+golden metal E27
661354 ILTMESPL13 18W black+golden metal E27



SPECIFICATIONS

Code No. Model No. Max. Wattage Body Color Body Material Cap Type
661355 ILTGLSPL24 18w copper metal+glass E27
661356 ILTGLSPL25 18W black metal+glass E27
661357 ILTGLSPL26 18W white metal+glass E27
661358 ILTGLSPL27 18w copper metal+glass E27
661359 ILTGLSPL28 18W black metal+glass E27
661360 ILTGLSPL29 18W white metal+glass E27
661361 ILTGLSPL30 18w copper metal+glass E27
661362 ILTGLSPL31 18W black metal+glass E27
661363 ILTGLSPL32 18W white metal+glass E27
661364 ILTGLSPL33 18w copper metal+glass E27
661365 ILTGLSPL34 18W black metal+glass E27
661366 ILTGLSPL35 18W white metal+glass E27
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DIMENSIONS
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DIMENSIONS
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APPLICATION PICTURE
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Carrer de la Vall de la Ballestera, 64, 46015 Valéncia, Valencia, Espafia, Tel: +34619824456 www.illusillumination.com

illus illumination reserve the right to make dimensional, design and technical alternations without prior notice. illus illumination endeavor to ensure that any advice, recommendation or information it provides in product
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literature is accurate and correct. However due to the fact that illus do not have direct control on where and how the products are installed, illus illumination cannot accept any liability either direct or indirect arising from
the use of illus products whether or not in accordance with any advice, specification, recommendation or information provided by illus illumination or its distributors.




