
)

See dimensions chart on back.

• Available models with EverKleen™

sediment build-up with a high-velocity 
spiraling water stream helps operating 

and improving tank life



**Recovery calculations used are based on 4500 watt elements used in non-simultaneous operation

30 PE2 30- 2 48 21 45-3/4 45-3/4 17-3/4 80

40 PE3R 40- 2† 56 21 46-3/4 46-3/4 22-1/4 104

40 PE2 40- 2 53 21 46-1/2 46-1/2 19-3/4 95

40 PE2H 40- 2 57 21 59-1/4 59-1/4 17-3/4 96

50 PE3R 52- 2† 67 21 57 57 22-1/4 123

50 PE2 52- 2 67 21 57 57 19 107

65 PE3R 66- 2† 71 21 58-3/4 58-3/4 23 160

65 PE2 66- 2 71 21 58-1/2 58-1/2 21 150

80 PE3R 80- 2† 88 21 59 59 24-1/2 181

80 PE2 80- 2 88 21 59 59 23 177

120 PE2 120- 2 99 21 62-1/2 62-1/2 28-1/4 324

30 PE2M 30- 2 44 21 36 36 19-3/4 80

50 PE3MR 52- 2† 62 21 46 46 24-1/4 128

50 PE2M 52-2 62 21 46 46 21-3/4 117

30 PE SB-302* 42 21 30 30 19-3/4 90

30 PE2S 30-2 42 21 30 30 22-1/4 83

38 PE2S 40-2 45 21 31-1/2 31-1/2 23 108

38 PE2SB 40-2* 45 21 31-1/2 31-1/2 23 108

47 PE2S 50-2 55 21 32 32 26-1/4 149
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