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SR003
تصميــم هــذا النــوع مــن البروفايــل عبــارة عــن حافــة مســتديرة، مصنوعــة مــن الســتانل ســتيل المقــاوم للصــدأ درجــة 
٣٠٤  مــع اســطح لامعــة أو ذات لــون مطفــي. اتاحــة التعــدد فــي الالــوان يســمح للمســتخدم الحريــة فــي الاســتخدام 
مــع حريــة التنســيق فــي الامــاكان، بروفايــل الســتانل ســتيل يــؤدي الــى حمايــة مثاليــة لحافــة الســطح  يتــم تطبيقــه 

علــى نطــاق واســع علــى زوايــا وحــواف البلاط والأحجار والشــرائح الخشــبية وألواح الأرضيات.

The design of this type of profile is a round edge, made of 304 grade stainless steel.  With 
glossy or matte surfaces. Providing a variety of colors allows the user freedom of use with 
freedom of coordination in places. The stainless steel profile leads to ideal protection for the 
edge of the surface. 
It is widely applied to the corners and edges of tiles, stones, wood laminates and floor boards
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Colors
الألــوان

Silver Brushed Gold ShinySilver Shiny

Dimensions
الأبــعـــاد

12 mm

 Size              12x8x2440 mm              المقاسات
 Thickness             0.8 mm                   السماكة

فضي مطفي فضي لامعذهبي لامع
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Silver Shiny                   CH01370011                    فضي لامع



04

Silver Brushed                   CH01370013                    فضي مطفي
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Gold Shiny                   CH01370012                    ذهبي لامع
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تم الفحص من قبل إدارة الجودة .

occupational health and safety

GB/T45001-2020/ISO 45001:2018

9001 Quality Management System ISO

البيانات التقنية

المعيارالوصف

الطول

السماكة

الارتفاع

مقاومة الاحتراق

المظهر واللون 

مقاومة التاكل

قابلية التشغيل

مقاومة الصدأ

2440  ملم

0.8 - 0.6  ملم

12 ملم

M0 (UNE 23-727-90)

EN 12373-1

مقاومة عالية للتاكل

فائقة في مختلف الاماكن

غير قابل للصدأ

ستانليس ستيلالمادة

المغناطيس

مقاومة الحرارة والبرودة

غير قابل لجذب المغناطيس

عالية

304النوع
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Checked By QUALITY DEPARTAMENT

occupational health and safety

GB/T45001-2020/ISO 45001:2018

9001 Quality Management System ISO

TECHNICAL DATA

Standarddescription

2440 mm

0.6 - 0.8 mm

 12 mm

M0 (UNE 23-727-90)

EN 12373-1

High corrosion resistance

High in various places

Stainless

Length

Thickness

Depth

Fire resistance:

Appearance and color

Corrosion resistance

Operability

Rust resistance

Stainless Steel Material

Not magnet attraction

High

Magnet

Heat and cold resistance

304Type
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