
Technical Data
Appearance White Powder
Mixture Specific Weight 1.69 kg/dm3

Shelf life 12 months
Mixing water 7 - 9 L / 20 Kg bag
Pot life ≥ 4 hours
Adjustabilty ≥30 minutes
Open Time ≥30 minutes
Maximum Application 
Thickness

15 mm

Foot trafic ≈ 24 Hours
Tensile adhesion @ 28 
days (EN 1348)

≥ 1 N/mm2

Adhesion after heat 
aging

≥ 1 N/mm2

Adhesion after water 
immersion

≥ 1 N/mm2

Adhesion after freeze-
thaw cycles

≥ 1 N/mm2

Service temperature -40°C to +90°C
Coverage ≈ 2.5 - 4 Kg / m2

Values taken at +23° C and 50% R.H. standardized 
laboratory conditions. Data may vary depending 
on site conditions.

PORCELAIN TILE ADHESIVE
غراء بلاط البورسلين

S1

Description

Fixer Blue is a cementitious polymer modified mortar 
adhesive composed of hydraulic binders, selected 
aggregates and special additives . It is supplied as 
a dry powder in pre-weighed bags ready to use on 
site, which requires only addition of clean water to 
produce easily workable mortar. Fixer Blue is ideal 
for fixing of porcelain tiles, larg format tiles, and 
natural stone agglomerates. Fixer Blue is applied in 
thickness from 3 to 15 mm, depending upon type of 
tiles and quality of substrate.

Product Uses

 Ù For fixing of ceramic ad porcelain tiles, large 
format tiles and natural stone agglomerates on 
walls and floors.

 Ù Internal use on horizontal and vertical surfaces.
 Ù Suitable for wet and dry conditions.
 Ù Used with various substrate such as cementitious 
boards and slabs, mineral substrates, heat 
radiant slabs, gypsum and plaster boards.

Features & Benefits

 Ù Ease of use, requires only the addition of water.
 Ù Factory blended with assured consistent quality.
 Ù Very high adhesion strength.
 Ù Fast thin layer application.
 Ù Compatable with heat radiant slabs.

Standards Compliance

 Ù Fixer Blue is compliant to the requirements of 
the European Standard EN12004:2017 and ISO 
13007 as Type C2TE S1.

 Ù Complies with the requirements of ANSI 118 
cementitious thin set adhesives.

Application Instructions

Mixing
Add 7 to 9 liters of water to a suitable mixing vessle 
then add the pwder (20 Kg Bag) to the water gradually 
while mixing continuously to reach a smooth creamy 
consistent slurry.

Fixer Blue
Porcelain tile adhesive (C2TE S1)
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Application Instructions

Surface Preperation
In general, cement-based substrates must be free 
of dust, oil and grease, dry and free from rising 
dampnsess, with no loose or imperfectly bonded 
polutants such as residues of cement, lime and 
paint coatings, which must be completely removed. 
The substrate must be stable and without cracks, 
must have already completed the drying shrinkage.
The substrate must be sufficiently cured and must 
present suitable mechanical properties. Uneven 
areas must be leveled in advance with suitable 
finishing products.

Mixing
Add 75% of the mixing water (5.2 - 6.75 liters) to 
a clean suitable mixing vessle then gradually add 
the pwder (20 Kg Bag) to the water gradually while 
mixing continuously using a slow speed mixer 
(400 rpm) to reach a smooth consistent lump-free 
mixture. Add the full or part remianing 1.6 liters as 
desired  after initial mxing and continue mixing for 2 
minutes. total mixing time should not exceed 5 to 7 
minutes.

Application
The product should be applied with a suitable 
toothed spreader, to be chosen according to the 
size and characteristics of the rear surface of the 
tiles. It is best to use the smooth part of the trowel to 
spread a fine initial layer, pressing down hard so as 
to obtain maximum adhesion to the substrate and 
to regulate the absorption, after which the thickness 
can be adjusted as required by tilting the spreader 
at an angle. 
Spread the adhesive over a surface area which will 
allow for the laying of the surface materials within 
the indicated open time, and check for suitability 
at regular intervals. The open time may vary 
considerably even during the application depending 
on various factors such as exposure to sunlight. air
currents, absorbency level of the substrate, 
temperature and relative air humidity. 
Press any tile sufficiently to ensure complete and 
even contact with the adhesive itself. In general, 

ceramic tiles don not require preliminary treatment,
however these materials should be checked to 
ensure there are no traces of dust, dirt or surface 
coatings of any kind that are not properly anchored 
to the substrate or which may modify the absorbency 
characteristics of the tiles.    

Cleaning
Residual traces of the product can be removed 
from tools and covered surfaces with water before 
the product hardens, otherwise they need to be 
removed mechanically.

Important Considerations

Do not use on gypsum-based plasters or renders and 
anhydrite-based screeds without the application of a 
surface isolation specific primer: on plasterboard; on 
old ceramic floors or walls, marble floor tiles, natural 
stones, on heatradiant slabs; on highly flexible 
substrates; on plastic or resilient materials, metals, 
wood; on wet substrates or substrates subject to 
continuous rising dampness; in environments where 
water is always present:

 Ù Protect against direct rain and freezing for at 
least 24 hrs.

 Ù Lay and press tiles onto fresh adhesive, making 
sure it has not formed a surface skin.

 Ù Temperature, ventilation and absorption of the 
substrate and covering materials, may vary the 
adhesive workability and setting times.

Packaging

Fixer Blue is available in 20 Kg bags.

Related Products

Ceramic Home offers a variety of to the tiling market  
including:

 Ù High quality Sapnish origin ceramic and porcelain 
tiles.

 Ù Tiling accessories and trims.
 Ù Tile adhesive products.
 Ù Customized cut and polished tile pieces.
 Ù Porcelain based furniture.

   



المعلومات التقنية
بودرة بيضاء اللون المظهر

١٫٦9 كجم/دسم٣ الوزن النوعي للخليط
+٥°م الى +9٠°م التطبيق على حرارة

١٢ شهر مدة الصلاحية
١٥ ملم اقصى سماكة

٧-9 لتر لكل ٢٠ كجم ماء الخلط
≈ ٤ ساعات الزمن المتاح بعد الخلط في 

الوعاء
≤ ٣٠ دقيقة الزمن للاستعمال

)اي ان ١34٦)
≤ ٣٠ دقيقة زمن التعديل

≤ ١ نيوتن/مم٢ قوة الالتصاق بعد 2٨ يوم
)اي ان ١34٨)

≤ ١ نيوتن/مم٢ قوة الالتصاق بعد التعتيق 
الحراري

≤ ١ نيوتن/مم٢ قوة الالتصاق بعد الغمر 
بالماء

≤ ١ نيوتن/مم٢ قوة الالتصاق بعد دورات 
التجمد و الذوبان

-٣٠°م الى +٨٠°م تحمل حرارة التشغيل
≈ ٢٫٥ الى ٤ كجم/ م٢ التغطية

اخــذت هــذه القــراءات فــي ظــروف المختبــر المعياريــة بدرجــة حــرارة 
٢٣ م و رطوبــة نســبية ٥٠٪. قــد تتغيــر القــراءات فــي الظــروف البيئيــة 

لمختلفة. ا
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الوصف
فكســر الأزرق منتــج اســباني عبــارة عــن لاصــق بــاط البورســيلينن 
للبيئــة  بخــواص صديقــة  اســمنتي  أســاس  ذو  الفعاليــة  عالــي 
حيــث نســبة المــواد العضويــة المتطايــرة منخفضــة و متوافقــة 

ــة الخضــراء. مــع مواصفــات الابني

استعمالات المنتج
Ù  لصــق بــاط البورســان و الباطــات الكبيــرة والباطــات مــن

الحجــر الطبيعــي مثــل الرخــام و الجرانيــت.
Ù .لصق الباط على الأرضيات و الجدران
Ù  الصــق علــى الاســطح الاســمنتية و الحجريــة و الــواح الاســمنت

و الجبــص.
Ù .في المناطق الجافة و الرطبة

المزايا و الفوائد
Ù .سهل الاستعمال، يتطلب اضافة الماء فقط
Ù .مسبق الخلط في المصنع يعطي جودة عالية
Ù .قوة التصاق عالية
Ù .)زمن تعديل عالي للباط )اكثر من ٣٠ دقيقة
Ù .استخدام طبقة نحيفة تحافظ على المنسوب
Ù .متوافق مع الارضيات المشعة للحرارة

مطابقة المواصفات
فكســر الأحمــر منتــج اســباني مطابــق للمواصفــة الاوروبيــة اي ان 

١٢٠٠٤ لعــام ٢٠١٧ و مصنــف ســي ٢ تــي اي اس ١.

تعليمات الاستخدام

تحضير السطح
يجــب ان يكــون الســطح المُتَلقــي للمنتــج المخلــوط جــاف ونظيف 

و خــال مــن الملوثــات و الشــقوق. 
يجــب ان يكــون الســطح متيــن و تــم ايناعــه بالمــاء حســب الأصــول 

حتــى يصــل الــى قوتــه التصميميــة.

الخلط
اضــف ثاثــة اربــاع مــاء الخلــط )٤،٩ لتــر مــن المــاء النظيــف الصالــح 
للشــرب( الــى وعــاء ذو حجــم مناســب و مــن ثــم اضــف محتويــات 
الكيــس مــع الخلــط )كيــس ٢٠ كجــم( المســتمر باســتخدام خــاط 
علــى  تحصــل  حتــى  بالدقيقــة(  دورة   ٤٠٠( منخفضــة  ســرعة  ذو 
قــوام متناســق خــال مــن التكتــات. اضــف الربــع المتبقــي مــن مــاء 

الخلــط )١.٦ لتــر( حســب الحاجــة مــع اســتمرار الخلــط.

فكسر الأزرق
لاصق بلاط البورسيلين )سي ٢ تي إي اس ١(
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يمكنــك اســتعمال جــزء مــن الكيــس مــع مراعــاة نســبة خلــط ٠٫٣٥  
الــى ٠٫٤٥ مــاء مقابــل البــودرة. يجــب ان يكــون زمــن الخلــط  الكلــي 

مــا بيــن ٥ الــى ٧ دقائــق.

التطبيق
يُطبق المنتج باســتخدام مســطرين ذو اســنان مقاســها مناســب 
لنــوع  و مواصفــات البــاط المســتخدم و ســطحه الخلفــي. ابــدأ 
باســتعمال الحافــة المســتقيمة لتطبيــق طبقــة  ابتدائيــة  نحيفة. 
اضغــط بقــوة اثنــاء تطبيــق الطبقــة المبدئيــة  باســتعمال الحافــة 
ــة المســننة  ــم اســتعمل الحاف ــة الســطح كامــا و مــن   ث لتغطي
لفــرد الكميــة المناســبة لتطبيــق المنتــج. اضغــط البــاط بقــوة 

مناســبة لضمــان توزيــع المنتــج علــى كامــل مســاحة الباطــة.
انتبــه ان لا يكــون البــاط متســخا او مغبــرا عنــد التطبيــق. و انتبــه 
بــأن تكــون خطــوط الاســنان مســتقيمة  و ليســت بشــكل دائــري 

عنــد التطبيــق .

التنظيف
نظــف بواقــي المنتــج مــن الادوات والباطــات باســتخدام المــاء 

قبــل نشــفان و تصلــب المنتــج.

اعتبارات مهمة
لا تســتخدم المنتــج علــى لياســة جبصيــة او الــواح جبصيــة بــدون 

اســتعمال اســاس مناســب.
قبــل  عزلهــا  يجــب  الباطــات  فــي  صاعــدة  رطوبــة  وجــود  عنــد 

مختــص. مقــاول  باســتخدام  المنتــج  تطبيــق 
احمــي المنطقــة المطبقــة مــن الشــتاء و التجمــد ل ٢٤ ســاعة 

علــى الاقــل.
ضــع الباطــات علــى المنتــج قبــل تكــون طبقــة جلديــة ناشــفة 

عليــه.
الحــرارة و التهويــة وامتصــاص الســطح و امتصــاص الباطــة كلهــا 

عوامــل تؤثــر علــى فعاليــة المنتــج و زمــن تطبيقــه.

التغليف
ياتي فيكسر الأزرق باكياس ورقية ٢٠ كجم.

منتجات منزل السيراميك
تتوفــر لــدى منــزل الســيراميك مجموعــة كبيــرة مــن المنتجــات 

المســتوردة الاوروبيــة ذات الجــودة العاليــة وتتضمــن:

Ù .سيراميك و بورسان اسباني ذو جودة عالية
Ù .اكسسوارات التبليط
Ù .لواصق و ترويبات الباط اسبانية الصنع
Ù  و ومبرومــة  خاصــة مقصوصــة  وســيراميك  بورســان  قطــع 

ملمعــة باســتخدام ووتــر جــت .
Ù .اثاث بورسيليني


